
First Quality, Best Service.We provide not only the products, but also the SOLUTION

Paper Cup Forming Machine 80-95pcs/min
(Ultrasonic type,servo motor feeding bottom paper)

Description:
Newly designed Paper cup forming machine is a fully automatic paper cup forming machine,

which can produce different sizes of paper cups with a series of continuous process, including
automatic paper feeding through more than 2 times, paper anti-withdrawal device (to ensure
accurate positioning), ultrasonic welding, transferring paper fan by magic hand, silicone oil
lubricating, bottom punching, bottom folding, bottom pre-heating, bottom knurling, cup
discharging. The machine, researched and developed by our company, is improved in stability after
comprehensive technical improvements.



Main parameter:
Model VPC-H16

Production speed 80-95pcs/min

Paper Cup Size 2oz-16oz (Mould changeable)

Raw Material
160-350g/ ㎡ （ One-side or Two-side PE (polyethylene) film

coated / laminated paper）

Power Source
220V/380V 50Hz (better use 380V, 3-phase).

(Power different, declare in advance)

Electrical requirement 6.5-7.5 Kw

Working Air Source 0.4m³/min， 0.5-0.8Mpa

Package measurements（L*W*H) 2900*1000*1800mm

G.W. 2500kg

Cup Side Sealing Ultrasonic

Bottom Knurling HOT AIR SYETEM (Need air compressor)

Available to make machine & molds on user order.
One/single side PE coated paper cups, Popular for hot drink cups.
Two/Double side PE coated paper cups, Popular for cold drink cups.
# WHEN Making two-side/double PE film coated paper cup, Cup side welding by ultrasonic,

Bottom heating use hot air, Bottom knurling adopt cool-device (circle water),
# The reason is, when heater straight/direct touch the PE film (out-surface of the paper), the PE

film will be burnt, and become yellow or black, that make the cups ugly.

Cup Bottom diameter:
Min φ35mm ~ Max φ80mm;

Cup Top Diameter:
Min φ40mm ~ Max φ105mm;

Cup Height:
Min 35mm ~ Max 130mm;

Bottom Knurling Depth:
Min 4mm ~ Max 12mm (popular 5mm)
Top Curling Rim Diameter:
Popular about Φ2.5 ~ Φ3

130mm

40mm

105mm



VPC-H16 series machines improved the Knurling Device
More durable and reliable, Better sealing (knurling pattern even and deep), Easy adjustment.

Old

Design

Man-head
Eccentricity broken
while pressure is too
high

Improved

Design

Eccentricity Part
More reliable,
More durable;

Better sealing

Key Parts use Cr12 steel, with hard plating.
the inside bearing assemble method is more
stable



OurMachines VS other suppliers
In our model paper cup machines.
1, Adopt 1:30 100# Speed Reduce Gear Box, More stable and durable than 1:20 80#

The Index Gear Box and the Reduce Gear Box are the KEY component of the machine. They

control the machine movement, quality gear box improves the machine life time, keep the machine
stability/reliability.

2, Adopt Φ30 import steel axis, More durable and stable than Φ25 type.

3, Adopt multilayer suckers feed paper,
Stronger suction than normal plastic one, Avoid missing paper-suck.
Multilayer sucker has long life; while the top-layer is worn out, just cut the top-layer



Components Brand
Mechanism
Components

Bearing 轴承 China
Knurling Bearing (key bearing) 关键轴承 JAPAN

Pneumatic
气动元件

Photoelectric switch
光电开关

Photoelectric sensor
光电传感器

Main Components List
Electric Components List (Standard)

名称 Name 品牌 Brand

触摸屏

Touch screen Taida(Taiwan)

可编程控制器

PLC Taida(Taiwan)

小型继电器

Thermal Relay Schneider

断路器

The circuit breaker Schneider

频率转换器

Frequency converter Taida(Taiwan)

超声波

Ultrasonic System EVERGREEN (TaiWan)长荣

固态继电器

Solid-State Relay
Mingyang, Taiwan

交流接触器

AC Contactor Schneider

按钮

Button Schneider



Machine detail:
#Three times paper feeding

Paper can be well adjusted with three times feeding process, avoid the irregularity during
folding paper fan.

# Sensor Alarming
Encoder and the sensor control the machine at the same time, one paper fan match one bottom,
no waste.
Failure warning, machine stopped automatically.

# PLC touch screen controlled.
More easier for operating and more accurate.



# Fan for heat dissipation.
Several fan installed, help machine keep suitable temperature when working.

# Self-lubrication system.
Maintaining oil go to machine every part needed, no need worker spraying oil manually.
Machine is sheave drive connected, no easy to be loosen when machine working.

#Waste paper conveying.
Waste paper discharged by the tube. When the machine working, avoid the waste paper enter
the machine inside part, affect machine running.



# Ultrasonic installed inside machine
In this model machine, we installed the ultrasonic inside the machine, decrease the space
occupied.

# Bottom Cutting
When give the bottom paper, sometimes the bottom paper will be turned over, cannot match the
paper fan well, this machine shorten the process, give bottom directly, avoid the problem.

More machine picture











Delivery parts list:
NO. Name and specifications unit quantity

1 Copper head electric heating rod set 1
2 10 inch sliding wrench piece 1
3 small springs pieces 3
4 Heating and preheating piece 1 main hot ring each

5 heating pipes piece 2
6 Bearing 5204 + knurled wheel set 1
7 external hexagon wrench 8-10 12-14 17-19 22-24 set 1
8 6 foot screws M18 piece 1
9 oil bottles piece 1
10 Measuring pencil piece 1
11 cross screwdriver piece 1
12 Hammer piece 1
13 adhesive tape piece 1
14 Ring wrench 12-14, 17-19 piece 1 each

15 pliers piece 1
16 skin aspirating (transparent) pieces 3
17 12 nut flat pad pieces 5
18 12 nuts pieces 10
19 Instruction manual 1
20 frequency converter manual 1

Thanks for reading! Any question or concern please feel free to contact us.
-------------------------

Wenzhou VIE machinery Co., Ltd.
t: 0086-577-65839395 m: +86 150 5760 1439
a: Shangcheng Avenue 168, Wenzhou city, Zhejiang Province, China
e: info@viemachinery.com w:www.viemachinery.com

Find us on WhatsApp: +86 150 5760 1439

mailto:nancy@viemachinery.com
https://www.viemachinery.com/
https://wa.me/008615057601439

